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ABSTRACT
We consider an LDPC-coded MIMO system operating in
a fading environment, where channel state information is
assumed to be unavailable both to the transmitter and the
receiver. We propose at the component level a modiﬁed
EM-based MIMO detector, which completely removes pos-
itive feedback between input and output extrinsic informa-
tion and provide much better performance as compared to
the regular EM-based detector that has strong correlations.
At the structural level, motivated by the turbo iterative de-
coding strategy, a new LDPC-coded MIMO receiver is con-
structed in a novel manner where the soft MIMO detector
and LDPC variable node decoder form one super soft de-
coding unit and the LDPC check node decoder the other
component of the iterative decoding scheme. Based on the
analysis of the extrinsic information transfer characteris-
tic of the component soft decoders, a simple and efﬁcient
LDPC code optimization approach is also provided. Nu-
merical and simulation results are provided to further con-
ﬁrm the optimality of the proposed design approach for the
coded MIMO system.
1. INTRODUCTION
Communication systems using multiple antennas at both the
transmitter and the receiver has recently received increased
attention due to its promise of providing signiﬁcant capacity
increases in a wireless fading environment, as reported by
Telatar [1]. However, various capacity analysis and MIMO
system design provided so far is based on the underlying as-
sumption that the fading channel coefﬁcients between each
transmitandreceiveantennapairsareperfectlyknownatthe
receiverwithoutanycost, whichisnotareasonableassump-
tion for most practical communication systems especially in
fast fading channels.
Forcommunicationsystemswithunknownchannelstate
information (CSIR) at the receiver, typically receivers have
a two-phase structure, channel estimation using the preset
training symbols followed by coherent data detection. How-
ever, conventional channel estimators form estimation only
based on the training symbols, thereby not making use of
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the channel information contained in the received data sym-
bols. Therefore, the two-phase model itself is limiting the
performance and can not approach the MIMO channel ca-
pacity (or the maximum achievable information rate). On
the other hand, the EM-based joint channel estimation and
data detection algorithm [2][3][4], which can iteratively im-
prove its channel estimation based on the soft extrinsic in-
formation from the outer soft decoders is promising and has
recently received much attention.
The main contributions of this paper fall into two cate-
gories. At the component level, we propose in this paper a
modiﬁed EM-based MIMO detector, which completely re-
moves positive feedback between input and output extrinsic
information and provide much better performance as com-
pared to the regular EM-based detector that has strong cor-
relations. Further at the structural level, a new coded MIMO
receiver is constructed in a novel manner where the soft
MIMO detector and LDPC variable node decoder form one
super soft decoding unit and the LDPC check node decoder
the other component of the iterative decoding scheme. Ex-
ploiting the new receiver structure, we also provide in this
article a simple and efﬁcient algorithm for the LDPC code
degree proﬁle optimization. Numerical and simulation re-
sults of the unknown LDPC-coded MIMO system using the
optimized degree proﬁle further conﬁrm the optimality of
the proposed design approach for the coded MIMO system.
2. SYSTEM MODEL
Fig. 1. Transmitter model of LDPC-coded MIMO systems
WeconsiderinthispaperaMIMOsystemwithM trans-
mit antennas and N receive antennas, signaling through a
frequency ﬂat fading channel with i.i.d channel propaga-
tion coefﬁcient between each transmit and receive antenna
pairs. As illustrated in Fig. 1, a block of k binary infor-
mation bits denoted d = fd1;¢¢¢ ;dkg is ﬁrst encoded byan outer LDPC encoder with code rate R = k=n into a
codeword c = fc1;¢¢¢ ;cng of length n. The codeword c
is further segmented into L consecutive sub-blocks Ci of
length K. Each sub-block Ci is then encoded by the inner
space-time encoder, which is composed of interleaver, mod-
ulator, serial-to-parallel converter, and pilots insertion oper-
ator, into a coherent sub-frame Xi. The transmitted signal
Xi can be stacked and partitioned into two sub-matrixes:
training followed by data, which is represented as
Xi =
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where ½ is the average signal to noise ratio at each receive
antenna, S¿ is the ﬁxed pilot symbols and Xi
d is the infor-
mation bearing data symbols, whose structures are given by
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Each element of the transmitted data signal Xi
d comes from
a ﬁnite complex alphabet X of size jXj.
ItisassumedthatthefadingcoefﬁcientHi remainsstatic
within each coherent sub-blocks and varies independently
from one sub-block to another; and each element of Hi is
complex Gaussian distributed. Hence, the signal model can
be written as
Yi = Xi ¢ Hi + wi; 1 · i · L ; (4)
where Yi is a T £N received complex signal matrix, Xi is
a T £ M transmitted complex signal matrix, Hi is a M £
N complex channel matrix, and wi is a T £ N matrix of
additive noise. Both matrix Hi and wi have zero mean unit
variance independent complex Gaussian entries.
3. MODIFIED EM-BASED SOFT MIMO
DETECTOR
Instead of forming channel estimation based only on the
training symbols, we apply a MAP EM estimator to itera-
tively improve its estimate based on the input a priori infor-
mation from the outer soft decoder. By viewing the trans-
mitted data signal Xi
d (or Xi) as the unobserved (or miss-
ing)data, themaximumaposterioriprobability(MAP)chan-
nel estimation b Hi is obtained by the following EM algo-
rithm,
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All the derivations provided in this article are brief due to
length restrictions. Please refer to [6] for more details.
² M-step:
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After some manipulations, the updated channel estimation
b H
(k+1)
i is obtained as
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² Initialization:
Weusetheconventionalminimalmeansquareerrorchan-
nel estimator for initialization, which is given by
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Soft extrinsic information of each coded bits is provided
by taking b Hi as the true channel coefﬁcients followed by
coherent MIMO detection,
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It is well known that positive feedback generated by
the short girth in an LDPC code directly affects the itera-
tive message passing algorithm. With similar reasonings,
correlations between input and output extrinsic information
of the MIMO detector will also cause server system per-
formance degradation. Therefore, in order to eliminate theexisting correlation in the conventional EM-based detector,
where b Hi is a function of each input Lapp
¡
xi
k
¢
and causes
positive feedback through (12), we propose the following
modiﬁcation,
b Hi(j ) = b Hi
³
Yi;S¿;
©
Lapp(xi
k)
ª
k2E
´
; 1 · j · Td;
(13)
where b Hi(j ) is the channel estimation used to perform co-
herent detection for the jth coded vector ci
j, and E is a sub-
set of f1;2;¢¢¢ ;Tdg that excludes j, i.e. j = 2 E. The result-
ing APP EM algorithm remains the same except by setting ©
Lapp(xi
k)
ª
k2¹ E equal to zeros. Instead of having only one
EM estimation, total of dTd=(Td ¡ jEj)e separate EM es-
timations are to be completed during one entire decoding
iteration in the modiﬁed EM-based detector.
4. RECEIVER DESIGN OF THE CODED MIMO
SYSTEM
4.1. LDPC-coded MIMO Receiver Structure
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Fig. 2. Receiver structure of LDPC-coded MIMO systems
AsdemonstratedinFig.2, byconnectingthesoftMIMO
detector and LDPC decoder together as one large iterative
structure, conventional MIMO receiver actually consists of
two iterative decoding loops. The soft extrinsic informa-
tion, which describes the uncertainty of each coded bits, is
iteratively exchanged in the outer loop between the MIMO
detector and LDPC decoder as well as in the inner loop
between variable node and check node decoders inside the
LDPC decoder.
In this paper, we structure the MIMO receiver in another
form by combining the soft MIMO detector and LDPC vari-
able node decoder together as a super soft decoder, and
hence closing the iterative decoding loop through exchang-
ing extrinsic information between the super decoder and the
LDPC check node decoder. The new receiver structure has
a smaller decoding complexity compared with the conven-
tional structure since it has only one iterative decoding loop.
Furthermore, it has the advantage of converting the LDPC
code optimization into a standard linear optimization ap-
proach, as shown in Section 4.3, greatly simplifying the op-
timal code searching algorithm.
4.2. Extrinsic information transfer (EXIT) function
In order to understand as well as design the iterative decod-
ing systems having bipartite graph structures, we use the ex-
trinsic information transfer characteristic of the soft MIMO
detector and LDPC decoder proposed in [5], to analyze the
convergence behavior of the iterative decoding schemes of
the coded MIMO system.
By assuming the input a priori information Lapp(x) to
the MIMO detector has a Gaussian distribution, the mu-
tual information between the output extrinsic information
Lext(x) and the transmitted bits x, represented as
IE;det = I
³
Lext(x);x
´
= F
³
½; ¾2
A = J¡1(IA;det)
´
;
(14)
isobtainedthroughMonteCarlosimulations(histogrammea-
surements), where J(¢) is the capacity of the binary input
AWGN channel. Extrinsic mutual information IE;det is a
function of both the system SNR ½ and the noise variance
level ¾2
A of the input a priori information LApp(x) (hence
function of the input a priori mutual information IA;det).
4.3. LDPC Code Optimization
Following the same reasonings given in [5] (for details see
[6]), the extrinsic information transfer (EXIT) functions of
the component MIMO soft decoders, including the super
MIMO decoder (combination of MIMO detector and LDPC
variable node decoder) and the LDPC check node decoder,
are given by (refer to Fig. 2 for notations),
IE;vnd(IA;vnd) =
Dv X
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where ¸i is the fraction of the variable nodes having edge
degree dv;i, Dv is the number of different variable node de-
grees, and ½i, dc;i, Dc are similarly deﬁned.
Successful decoding is assumed as long as the EXIT
chart curve (15) is above curve (16) (with the x and y axises
ﬁlpped). Therefore, instead of performing manual curve ﬁt-
ting to search for the optimal LDPC code [5], the LDPC
code degree proﬁle optimization can be reduced to the fol-
lowing maximization problem by taking the LDPC code
rate R as the objective
max
f¸i;½ig
R = max
f¸i;½ig
µ
1 ¡
PDc
i=1 ½i=dc;i
PDv
i=1 ¸i=dv;i
¶
; (17)
under linear constraints given by
IE;vnd(IA;vnd) ¸ IA;cnd(IE;cnd) = IA;cnd(IA;vnd);
Dv X
i=1
¸i = 1;
Dc X
i=1
½i = 1; 0 · ¸i;½i · 1 : (18)The above optimization problem can be solved by an iter-
ative search algorithm composed of two simple linear opti-
mization steps [6].
5. NUMERICAL AND SIMULATION RESULTS
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As an example, we demonstrate in Fig. 3 the extrinsic
information transfer functions of the EM-based and modi-
ﬁed EM-based soft MIMO detectors over an unknown 2£2
MIMO channel with coherent time interval T = 6 and 18,
training length T¿ = 2, and signal to noise ratio ½ = 4dB.
For comparison purpose, the mutual information transfer
characteristics of the simple MMSE-based MIMO detector
and detector with ideal CSI are also included in the plot. We
can observe from the plot that for direct EM-based MIMO
detector, output extrinsic mutual information IE;det is even
greater than that of the detector with ideal CSIR in high
IA;det ranges, which directly indicates the existing posi-
tive feedback between the input and output extrinsic infor-
mation. Such strong correlations between the output ex-
trinsic information Lext(x) and the input a priori informa-
tion Lapp(x) will cause a severe performance degradation
as shown in Fig. 4. Besides, it also can be observed that
signiﬁcant performance gain can be achieved by the modi-
ﬁed EM-based MIMO detector compared with the MMSE-
based detector especially when T is large.
As veriﬁcations to the EXIT-Chart analysis, the actual
system simulation results (average bit error rate) of a 2 £ 2
MIMO system over unknown fading channel with coherent
time T = 6, and training number T¿ = 2 is demonstrated in
Fig. 4. The outer LDPC code has a code rate R = 1=2 and
codeword length n = 8£104. As can be observed from the
above plot, about 0:5dB performance gain can be achieved
by using the modiﬁed EM-based MIMO detectors than the
MMSE-based detector, about 2dB gain compared with the
direct EM-based detector, and another 0:4dB gain for code
optimizations.
6. CONCLUSION
In this paper, we ﬁrst propose a modiﬁed EM-based soft
MIMO detector that can remove positive feedback between
input and output extrinsic information completely. Based
on the proposed detector, a novel iterative receiver structure
is constructed with lower decoding complexity. Through
the analysis of the extrinsic information transfer character-
istic of the component soft decoders, a simple and efﬁcient
LDPC code optimization approach is also provided in this
article. Numerical and simulation results are provided to
further conﬁrm the optimality of the proposed design ap-
proach for the coded MIMO system.
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